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Vandal-Resistant Doorbell Firmware V2.2.10_201126 Release Note 
(2020-12-08)
	Device Model
	DS-KB8113-IME1

	Firmware Version
	Vandal-Resistant Doorbell : V2.2.10_201126

	iVMS-4200 Version
	3.4.0.9 Build20201119

	Hik-Connect APP
	V4.11.0.1204


New Function
1. The alarm input interface is changed from the default door status to the default exit button, with optional door status
[image: ]
2. Modify the default unlocking time to 2 s, and supporting unlocking time can be configured with 1-255 s
[image: ]
Fix
1. Solve the problem that doorbell cannot talk to Hik-Connect
[bookmark: _GoBack]2. Solve the problem of Hik-Connect receiving switch automatically turning off after doorbell power off
image1.png
HIKVISION N tings  Devi ment  Configuration

Intercom

@ Local tings Time Param Settings Press Button to Call 1/0 Settings
E System

® Network 1/0 Input No. | Input1 &

) Video/Audio LN Exit Bution

& Image /0 Output No. | Output! ]

) Event input | Electric Lock v

[=]

a

Access Control





image2.png
HIKVISION

Q
B8
®
L=
=}
&
Q
a

Local
System
Network
Video/Audio
Image

Event
Intercom

Access Control

Nun

tings

Door Parameters Elevator

trol Parameter

Door | Doort

Door Name | Doorl

Device \

nt

Configuration




image3.jpeg
IKVISION





