
Network PTZ Dome Camera Firmware 

Version: V5.5.0 

Release Note 
 

Firmware 

Basic Information 

Firmware Version: V5.5.0 

SDK Version: V5.2.7.45_build20170612 

Play Library (PlayCtrl.dll) v7.3.3.61 build170510 

Encapsulation Library 

(SystemTransform.dll) 
V2.5.2.5 

Voice intercom library 1.4.0.3 

iVMS-4200 2.5.13.2build20170709 

IE Client version 
plugin: V3.0.6.26 

web:V4.0.1build170711 

SADP v3.0.0.11 build20170710 

 

1. Compatibility Update 

 ̧ HIKCGI version: V2.0; 

 ̧ ONVIF version: V1612; 

 ̧ ISAPI version: 2.4; 

 ̧ Milestone: 

1) Milestone Enterprise 8.1a(2016 R2 10.2a), Milesstone drive version (Device Pack 9.1); 

2) Milestone Corporate version(2017 R1 11.1), Milestone drive version (Driver 9.1); 

 ̧ Avigilon Control Center: V5.10.12.2; 

 ̧ Excaqvision: V8.4.2.111542 

 ̧ Keyboard access: 

1) Network Keyboard: DS-1600K V2.0.0 

2) Serial Keyboard: DS-1006K V1.0 

 ̧ Version 5.5.0 not supports 4MP DE PTZ Camera that use new sensor, the models are blow:  

1) DS_2DE7430IW 



2) DS_2DE7420IW 

3) DS_2DE5430IW 

4) DS_2DE5420IW 

 ̧ Supported Products: 

Sup p o rted  

Pro d uct List --R 7 Platfo rm .xlsx
  

S u p p o r t e d  

P r o d u c t  L i s t  - - R 3  P l a t f o r m . x l s x
 

2. Security modifications(compared to 5.4.8) 

2.1  Device Parameters Information Export 

The password is needed when import or export Device Parameters from Web or 4200 client. 

The length of password is from 1~16 bits, numbers or letters are permitted. 

 

2.2 Modify ONVIF and CGI  

1) ONVIF is disabled by default at vision 5.5.0, even update device from old version(ONVIF is 

enabled). There will be ONVIF switch at Web interface, 4200 Client and Batch Configuration 

Client. 



 

 

2) User management system in ONVIF is independent from device. Add user types, including 

Media user, Operator and Administrator, Up to 32 users. The password level of ONVIF user 

is consistent with device user. 

 

3) ONVIF version is updated to V1612, support Media 2.0(only H265 Video Encoding) and 

Two-way Audio at TCP/UDP/HTTP protocol. 

4) ONVIF supports PTZ control in H265 Video EncodingΣ ƛŦ hb±LC ǇƭŀǘŦƻǊƳ ŘƻŜǎƴΩǘ ǎǳǇǇƻǊǘ 

media 2.0, streaming from device or PTZ control won't be supported.  

5) CGI is disabled by default at vision 5.5.0, even update device from old version (CGI is 

enabled). There will be CGI switch at Web interface, 4200 Client and Batch Configuration 

Client and only baseline device support it. 



 

6) If ŘŜǾƛŎŜ ǿŀǎ ǊŜǎǘƻǊŜŘΣ hb±LCΩǎ ŜƴŀōƭŜ ǎǘŀǘǳǎ ǿƻƴΩǘ ōŜ ǊŜǎǘƻǊŜŘΣ ōǳǘ /DLΩǎ ŜƴŀōƭŜ ǎǘŀǘǳǎΣ 

hb±LCκ/DLκw¢{tκǿŜō ŀǳǘƘŜƴǘƛŎŀǘƛƻƴΣ hb±LCΩǎ ǳǎŜǊƴŀƳŜ ŀƴŘ ǇŀǎǎǿƻǊŘ ǿƛƭƭ ōŜ ǊŜǎǘƻǊŜŘΣ 

These information was included in Device Parameters can be imported or exported except 

password. 

2.3  Hik-Connect 

1. The ezviz name of baseline device is άHik-Connectέ and domain name is  

dev.hik-connect.com; tƘŜ ŜȊǾƛȊ ƴŀƳŜ ƻŦ ƴŜǳǘǊŀƭ ŘŜǾƛŎŜ ƛǎ άDǳŀǊŘƛƴƎ ±ƛǎƛƻƴέ ŀƴŘ ŘƻƳŀƛƴ 

name is dev.guardingvision.com. 

2. DF series, DY series and ZOOM /ŀƳŜǊŀ ǎŜǊƛŜǎ ŘƻƴΩǘ ǎǳǇǇƻǊǘ ILY-Connect, DE series support 

HIK-Connect, and HIK-Connect is disabled by default.   

3. SADP, 4200, 5200, 4500 and HIK-Connect client support to open Cloud P2P when active 

new device, you can also create verification code at the same time. 

 

4. You can also open Cloud P2P by web interface or client, there will be a notice to let you 

create Verification code, the verification code is visible. 

If the factory equipment already have the verification code, the device will reminder you to 
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