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	DS-MCW405 Series
Body Camera
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	Introduction

	DS-MCW405 series body camera highly integrates with record, local storage, IR night vision, wireless transmission, GPS, central management, etc. It is small and light, convenient to carry, and can be operated with one hand. It is widely applicable to public security protection, city management, industry and commerce, etc.

	
Key Feature

	· 1080p HD record.
· Supports GPS, and the position information can be uploaded to the command center in real time.
· Supports IR night vision. Even in low illumination condition, the facial characteristics in recorded video are clear.
· Waterproof, dustproof, and 2 m fall protection height, adaptable to all weather field operation.
· Accessible of Wi-Fi.
· Support tag button to mark event record.
· Support date & time in video recordings.
· The Body camera wearer cannot access view or delete any recordings directly from the device, or Video Manager without appropriate authorization.
· Body camera does not appear as a USB storage device, and cannot receive files whilst connected to a Wi-Fi network.
Note:
The functions vary with different models. The actual product prevails.

	Available Model
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Specification

	

	System

	Operating System
	Linux

	Sensor

	Type
	1/3″ CMOS

	Operation Sensitivity
	0.2 lux

	FOV (field of view)
	140°

	Video Parameter

	Video Compression
	H.264/H.265

	Video Resolution
	1920 × 1080, 1280 × 720, 720 × 576 

	[bookmark: _Hlk9072131]Main Stream
	1080p/25 fps

	Sub-Stream
	720p/25 fps

	Video Format
	.mp4

	Shutter
	Digital shutter

	Day & Night
	IR cut filter with auto switch    Range 5m 

	White Balance
	Auto

	Flashing Light
	Supported

	Pre-record & Post-record
	Pre-record: 60 s
Post-record: 60 s

	Audio Parameter

	MIC
	Built-in 

	Pre-record audio 
	ON/OFF Setup

	Storage

	Recording Capacity
	[bookmark: OLE_LINK4]Max. 256 GB 

	Positioning

	Satellite Positioning
	Built-in GPS module

	Network Transmission

	Wi-Fi
	802.11b/g/n ((2.4GHz & 5GHz))

	General

	[bookmark: _Hlk9072254]Working Temperature
	-20 °C to +55 °C (-4 °F to +131 °F)

	Working Humidity
	≤ 90%

	Ingress Protection Level
	IP67

	Dimension
(L × W × H)
	82.6 × 58 × 29 mm (3.3 × 2.3 × 1.1 inch)

	Weight
	154 g (0.4 lb.)

	Others

	Buttons
	Power switch, record button, tag button, 
LED record button

	Vibration Motor
	Supported 

	Indicator
	2 indicators

	USB Interface
	Mini USB 2.0

	[bookmark: _Hlk9072393]Charging
	Charging via USB interface

	Battery
	Integral battery
Lithium-Polymer battery
Typically Battery Recharging Times less than 8h
Up to 12 hours in 720p resolution and 10 hours in 1080p resolution.

	Note: 
· Battery life is affected by environment and device configuration.
· 12-hours working time depends on 720p video resolution, disabled functions including Wi-Fi, GPS, IR, and 25 °C environment temperature.
· 10-hours working time depends on 1080p video resolution, disabled functions including Wi-Fi, GPS, IR, and 25 °C environment temperature.
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		Accessories
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	Chest fixed-shoulder harness accessories                               
Other mounting accessories are available.                    
	Uniform racket accessories





[image: D:\文档工作\02_其他资料\模板\19年海外Spec改版底图\内容-红.png]

[image: D:\文档工作\02_其他资料\模板\19年海外Spec改版底图\封底-红.png]



Unit: mm
Unit: mm

image3.png
-




image4.png




image5.png




image6.png




image7.png




image10.png
1 supplement light
2 camera

3 record button

IR light

5 MIC

6 laser light

|7 {huwlcsistuncc

—~ 13 metal contact spot

3 9 Mute button ||

$-10 TAG button

[ 11 power button

[

8 12 indicator

T

gt




image11.png




image12.png




image1.png




image2.png




image8.png
HIKVISION

A B N R ———




image9.png
VR 4




image13.png
HIKVISION®

A B O F F HE——

Distributed by

M Bl

HIKVISION

Headquarters

No.555 Qlanmo Road, Binjiang District,
Hangzhou 310051, China

T +86-571-8807-5998
overseasbusiness(@hikvision.com

Hikvision USA Hikvision Europe Hikvision UK & Ireland Hikvision UAE Hikvision Russia
T+1-909-895-0400 T +31-23-5542770 T+01628-902140 T+971-4-4432090 T +7-495-669-67-99
sales.usa@hikvision.com sales.eu@hikvision.com sales.uk@nhikvision.com salesme(@hikvision.com saleru@hikvision.com
Hikvision Australia Hikvision Italy Hikvision South Africa Hikvision Singapore Hikvision Korea
T+B1-2-8599-4233 T +39-0438-6902 Tel: +27(10) 0351172 T +65-6684-4718 T+82-(0)31-731-8817
salesau@hikvision.com info.it@hikvision.com sale.africa@hikvision.com sg(@nhikvision.com sales.korea@hikvision.com
Hikvision India Hikvision Brazil Hikvision France Hikvision Spain Hikvision Poland
T+91-22-28469900 T+5511 3318-0050 T +33(0]1-85-330-450 T+34-91-737-16-55 T +48-22-460-01-50
sales@pramahikvision.com Latam.support@hikvision.com  info.fr@nikvision.com info.es@hikvision.com info.pl@nikvision.com
Hikvision Canada Hikvision Turkey Hikvision Kazakhstan Hikvision Tashkent Hikvision Indonesia
T+1-866-200-6690 T +90 [216]521 7070- 7074 T+7-727-9730667 T+99-87-1238-9438 T +62-21-2933759
sales.canada@bhikvision.com sales.tr@hikvision.com nikia.panfilov@hikvision.ru uzb@hikvision.ru Sales.Indonesia@nhikvision.com
Hikvision Thailand Hikvision Malaysia Hikvision Vietnam Hikvision Hong Kong Hikvision Colombia
T+B662-275-9949 T+601-7652-2413 T +84-974270888 T+852-2151-1761 sales.colombia@hikvision.com
sales.thailand@hikvision.com sales.my@hikvision.com sales.vt@hikvision.com info.hk@hikvision.com

© Hikvision Digital Technology Co., Ltd. 2019 | Data subject to change without natice |




image14.png
HIKVISION®

V &V 4 4 4 4





