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User Manual of Density Control Solution via People Counting Camera Alone

People Counting Camera Configuration
1. Product Model
i. DS-2CD6825G0/C-I(V)(S)
2. Product Firmware
i. PJ14PC20200402001_IPCDC_H7_EN_STD_5.5.90_200430
3. Configuration 
i. Login to the camera web page->Upgrade with the customized firmware. After upgraded, be sure to restore the camera settings.
ii. Go to VCA->People Counting->Data Uploading, be sure to turn on real-time upload data.
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iii. Click “Rule” tab to enable People Counting and set up counting rule on the image. Refer to the picture below.
iv. Enable privacy to make the live view image black on the monitor.
v. Set up people threshold which is the maximum number of people available. 
[bookmark: _GoBack]Note: When the threshold is reached, the alarm output and audio will be triggered automatically till the number of people stayed is below the threshold.
[image: 配置效果]
vi. Go to Configuration->Image->OSD Settings to define the flow control contents on image
vii. Under Text Overlay filed, input the description to be shown on the monitor. Refer to the picture below.
Field 1: the content will be displayed when the threshold is not reached
Field 2: the content will be displayed when the threshold is reached 
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viii. (Optional) Upload audio file if you don’t want to use the default audio content “Please stop entering”.
Note: please make sure the audio file meets these standards on the screen.
[image: ]



[image: ]
2

image4.png
HIKVISION Playback Picture Application
Q Loca Display Settings Picture Overlay  Image Parameters Switch
System | [l Display Name
© Network [ Display Date
0y Video/Audio [V Display Week
Camera Name Camera 01
4 Event Time Format 24-hour
B Storsge Date Format MM-DD-YYYY
Text OverLay
1 [please enter
2 please stop
o3
g4
os





image5.png
VISION Live View Playba i Configuration VeA
rade & Maintenance stem Service  Audio Iy
Q Local Upgrade & M Log  Syst port
B System p—
System Setings File Browse Import

e

User Management
Upload a .pcm mono sound audio file with the size smaller

© Mok than 512 KB and sampling rate as 8 KHz.

0 Videohudio
@ image
[ Event
Storage




image6.png
' See Far, Go Further




image1.png
Y | HIKVISION




image2.png
Application

[ veaResource

Data Type
FErEEmhy Real-Time Upload Data @ ON oFF
Oz Data Statistics Cycle. Iminute(s) %
‘Shield Region
Email Report

Data Uploading

Data Type Daily Report Weekly Report Monthly Report Annual Report
Overlay & Capture

Report Format excel O esv O 0 xmi

Advanced





image3.jpeg
HIKVISION Live View Playback

b=t ) _

[ VCAResource dh ol fizal
M People Counting i Enable People Counting
) Enbe Privacy
Shield Region People Threshold £
Data Uploading Aming Schedule  Linkage Method
Overtay & Capture
Calibation Mode Auto ® Manual

Advanced
IP Camera Paramelers  Lens Height: 300cm Tit Angle: 60 Heel Angle:0° | Calibraton

Setthe lens height verical distance from lens to ground) before clcking the button.
No. Region Name Operation

1 Region! Clear

[7] calbraton Avea

U #0SD#
Count Area

O Region

Detection Line:

[ ReginA-8 ©

1




