
 

 

 

 

 

DS-83108HM Series Wireless Component 
 

 

 

 

 

Introduction 

The mobile wireless component is built-in 3G/4Gmodule providing flexible data transmission 

solutions. It can be used in DS-M7508HNI and DS-MP7508 series mobile video recorders. 

 

Main Features 
 Pluggable 3G/4G module module providing flexible data transmission solutions. 

 Power input +5 VDC. 

 

 



 

Specifications 
Model DS-83108HM/GW/GLF 

Wireless network 

3G (Optional) 

GW models 

1 × 3G card slot, 1 × antenna (SMA and Rosenberger is selectable) 

Bands: 

WCDMA: B1/B2/B5/B8 

4G (Optional) 

GLF models 

1 × 4G card slot, 1 × antenna (SMA and Rosenberger is selectable) 

Bands: 

FDD LTE: B1/B2/B3/B4/B5/B7/B8/B20 

WCDMA: B1/B2/B5/B8 

General 

Power supply 5 VDC 

Consumption 
Standby: < 0.1 W 

Full load: < 5 W 

Working temperature -20 °C to +60 °C (-4 °F to +140 °F) 

Working humidity 10% to 95% 

Dimensions (W × D × H) 60 × 110 × 10.5 mm 

Weight approximate 130 g (0.3 lb) 



 

 


