
 

 

 

AE-AC1130-A(GA)(4T)  
Advanced Driving Assistant System  

 

Key feature 

 ADAS:FCW/LDW/PCW/HMW 

Front vehicle collision warning(FCW); Lane departure warning (LDW); 

Pedestrian collision warning (PCW); 

 DMS: Driving Monitoring System, support 

Fatigue/Distract/Smoking/Phone Call detection 

 BSD-R: Blind spot detection on right side（BSD-R）（customeization）  

 FACE-ID: Face recognition by camera, Driver change reminder 

 Audio alarms (dangerous driving occurs): support the pic or video(10s) of 

alarm event store in SD card or upload to vehicle monitoring platform 

 Configure: Use mobile APP (Android or IOS ) connect to the equipment 

though WIFI, Support  

 Network: 4G/GPS internal; 

 External I/O: RS232x1,RS485x1,100M LANx1,CANx1 

 Others: Support remote upgrade and setting; 
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Model AE-AC1130-A(GA)(4T) 

Parameter 

Intelligent chip FPGA+DSP  

Speaker in x1 

Microphone in x1 

GPS GPS / BEIDOU 

Mobile network GSM/CDMA/WCDMA/TD-SCDMA/TDD-LTE/FDD-LTE 

Video Supporting alarm event recording and storage, H.264 format 

Image Supporting alarm event capture and storage, JPG format 

System Linux 

Interfaces  

Main harness interface Power, CAN, ACC, Turn signal, Brake signal, Speed signal, Ethernet x1, RS232 x1 

Camera interface M12 Air Plug x4 

SD card interface Standard SD card interface x2 

USB interface TYPE-A interface x1, USB 3.0 

RS485 interface Support x1 

Specifications 



 

Accessories (optional) 

ADAS Cam FCW, LDW, PCW, HMW 

DMS Cam DMS 

Third Cam BSD-R 

External antenna SMA, 4G antenna *1, GPS antenna*1 

General 

Working temperature -20°C to 70 °C (-4 °F to 158 °F) 

Working humidity 0% to 90% 

Power supply DC9V~36V 

Power consumption 18 W 

Dimension (L x W x H) 180mmx120mmx40mm 

AE-AC1130-A(GA)(4T) 

Available Model 
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