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Preparation
1. Two indoor stations and two door stations and a Main station (DS-KH8520 & DS-KH9510 & DS-KD9203 & DS-KD8413  DS-KM8301in this document);
2. Client software iVMS-4200 (V3.6.1.5 bulid20210831 in this document).

Step 1: Add Devices to iVMS-4200

Click Online Device tab to find devices and then add all devices (Two indoor stations and two door station and main station) to iVMS-4200, make sure all devices are in the same local network. 
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Step 2: Set Main Indoor Station
Choose one indoor station, click Remote Configuration, Then go to Intercom > ID Configuration, set Device Type as Indoor Station, put in a room number(range from 1-9999), and click Save.
Then go to Network > Linked Network Configuration, input (Main) Door Station IP Address as the  doors station’s IP address,  and Master Station IP Address and Center IP Address as the master station’s IP address and the choose Main Door Station type as Main Door Station, Connect Mode as Same Network, click Save. 
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Step 3: Set Indoor Station Extension

Choose another indoor station, click Remote Configuration, Then go to Intercom > ID Configuration, set device type as Station Extension, set NO. as 1 since it is the first indoor extension, and click Save. This indoor station will reboot after this step.
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NOTE:

[image: image4.png]@ The Extension No. is numeric from 1o 5, i.e., up to 5 indoor extensions can connect
to one indoor station.




Then go to Network > Linked Network Configuration, Main Indoor Station IP Address is the IP address of indoor station set in step 2. Set Connect Mode as Same  Network, click Save.
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Step 4: Set a Door Station
Choose a door station, click Remote Configuration, Then go to Intercom > Dsession Settings, set the Main Station IP and VideoIntercom Server IP,  and click Save.
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Step 5: Set a Outer Door Station
Choose another door station, click Remote Configuration, Then go to Intercom > Device NO., set device type as Outer Door Station, set NO. as 3 (just for example ), and click Save.
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Then go to Intercom > Dsession Settings, set the Main Station IP and VideoIntercom Server IP,  and click Save. 
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Make sure you have already added all devices on the Master station, you can see the device on the master station .
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Step 6: Make a Call Using Door Station
Use the Outer door station to call the indoor station , then the indoor station and the indoor station extension can receive call simultaneously. 
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