[image: BACK-STD-EN]












How to use the private password of the Indoor Station
to open the door


[image: FRONT-STD-EN]
	Title:
	How to use the public password of the Door Station
to open the door
	Version:
	v1.0
	Date:
	2021/08/16

	Product:
	Video Intercom
	Page:
	1 of 2




0

1
Preparation
1. This guide takes 
	Type
	Model
	Version

	Door station
	DS-KD8003-IME1
	V2.2.45_210430

	Indoor Station
	DS-KH8520-IME1
	V2.1.24_210617


As examples to introduce How to open door with private password.
2. Software: iVMS-4200 Version 3.6.1.3
 How to use the private password of the Indoor Station to open the door                                                                                                    
1. Add the Indoor Station to the Door Station 
1) Please refer to the attached document about how to add the Indoor Station to the Door Station



2. [bookmark: _GoBack]Set a public password for the Indoor Station
1) Go to Remote Configuration Permission Password  Unlocking password to set a private password
[image: ]
Notice: the length of password must be 6
3. Open door with the public password
Enter the private password in the format of #room NO. + private password# on the keypad and you will hear the voice prompt “the door is open”.
For example, if the room NO. of the Indoor station is 101 and the private password is 123456, then you should enter #101123456# on the keypad to open the door
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How to add a single indoor station to

the d00r Station (Through the door station interface)
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Preparation
1. This guide takes
Type Model Version
Indoor station DS-KH8520-WTE1 V2.1.10 200713
Door station DS-KV8413-WME1(B) V2.2.3 200805

As examples to introduce register indoor station to door station.

2. Software: iVMS-4200 Version 3.4.0.9

How to add a single indoor station to the door station

(Through the door station interface)

1. Add Devices on iVMS-4200

1) Search for online devices and add the door station on iVMS-4200, enter username
and password, and then confirm that the device is online.
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2. Register Indoor Station to Door station on Door Station Remote

Configuration interface

1) Then go to Device Management > Add, set the Device Type as Indoor Station,
fill in the necessary info of the device.

Note: The password is the device’s password, if the device is inactive, set a new
password in this page. The registration password is the password that must be
configured for the activated device. When the door station adds an activated indoor station,
the registration password of the indoor station must be known. The inactive indoor station
registration password can be directly assigned by door station. You can set one at will.

The Port is 8000.

Davica List.

O impor [ B (3 Symchronim Status| A1 [ | evice Type| indoor Station =

O N 1P Address Serial No. User Name Metwork Status Operation

[<]

26732106 )

o 0 000

©2020 Hikision Digital Techniokogy Co., Lrd. All Rights Reserved.

2) After we complete the device info, you will see the page as shown below.

VISION

VISION

Device List

No. 1P Address serlal No. Model current version Floor No. Room No. User Name Network status Operation

10.9.96.153 226732706 DS-KHB520-WTE V2110 build 200713 £ 1 1 admwin & & |
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