KB8113 Firmware 
V2.2.51_210908 Release Note 
(2021-09-08)
	Device Model
	DS-KB8113-IME1

	Firmware Version
	V2.2.51_210908

	iVMS-4200 Version
	Latest version

	Hik-Connect APP
	4.13.1 or above


FIX
1、 Solve the problem of calling Hik-connect failure after enabling Hik-connect for the first time.







KB8113 Firmware 
V2.2.51_210816 Release Note 
(2021-08-16)
	Device Model
	DS-KB8113-IME1

	Firmware Version
	V2.2.51_210816

	iVMS-4200 Version
	Latest version

	Hik-Connect APP
	4.13.1 or above


Modify
1、 HiK-Connect is disabled and Verification code is empty by default.
[image: ]







KB8113 Firmware 
V2.2.51_210630 Release Note 
(2021-07-12)
	Device Model
	DS-KB8113-IME1

	Firmware Version
	V2.2.51_210630

	iVMS-4200 Version
	Latest version

	Hik-Connect APP
	4.13.1 or above


Modify
1、 Since V2.2.51_210630, remote degradation of devices is not supported in all subsequent versions. When degradation occurs, it will prompt Upgrading failed.
Notice: Although the device can be degraded by serial port, the device will fail to start and cannot change the version by using serial port again, which means that the device will be completely unusable.
[image: ]
2、Newly support for French voice prompt "calling", "the line is busy" and "the door is open"
3、The method of adding sub door station is changed to the same method as protocol 1.0. (Fill in the Main Door Station IP and Registration Password in the configuration interface of Sub Door Station)

[image: ]
[image: ]
Note: you can refer to the attached file below about how to add a Sub door station.


4、Hik-Connect function is disabled by default. 
[image: ]
KB8113 Firmware 
V2.2.46_210430 Release Note 
(2021-04-30)
	Device Model
	DS-KB8113-IME1

	Firmware Version
	V2.2.46_210430

	iVMS-4200 Version
	[bookmark: _GoBack]Latest version

	Hik-Connect APP
	4.13.1 or above


NOTE
Registration password will correspond to the serial number to prevent other devices from invading the system
New Function
1. The changed name of the door station will be displayed on the call interface or preview interface of the indoor station
[image: ]
[image: 更改了名称]
[image: F:\iVMS-4200 Client\Tftpd32\更改了名称2.bmp][image: C:\Users\yujunwen5\AppData\Local\Microsoft\Windows\INetCache\Content.Word\预览截图.bmp]
2. Add indoor station or sub-door station to iVMS-4200 or WEB to add default value
[image: ]
3. If the Registration Password in the door station WEB interface has been configured, it will be displayed in cipher text
4. Video Intercom Server IP (Private SIP server IP) naming changed to Center IP
[image: ]
5. The WEB or iVMS-4200 interface community number, building number, and unit number of the door station will be stored in the advanced settings column instead of being displayed directly
[image: ]
[image: ]
6. Support doorphone mode, when this function is enabled, the door station will no longer actively synchronize the information of the indoor station
[image: ]
Modify
1. Now the doorbell KB8113 has an intercom button on the WEB interface, which can actively send intercom
[image: ]
2. Change the Regist Password to the Registration Password in the export excel
[image: ]
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Preparation

1. This guide takes 

		Type

		Model

		Version



		Door station

		DS-KD8003-IME1/IME2

		V2.2.50_210713



		KV(-B) Station

		DS-KV6103-PE1(B)、DS-KV6113-PE1(B)、DS-KV6113-WPE1(B)、DS-KV8113-WME1(B)、DS-KV8213-WME1(B)、DS-KV8413-WME1(B)

		V2.2.50_210630



		KB8113

		DS-KB8113

		V2.2.51_210630





As examples to introduce register sub-door station to main door station.

[bookmark: _GoBack]2. Software: iVMS-4200 Version 3.6.0.6



How to add a single sub-door station to the main door station

Method 1 (configure Sub Door Station through the Main door station interface)                                                                                                             

1. Add Devices on iVMS-4200

1) Search for online devices and add the door station on iVMS-4200, enter username and password, and then confirm that the device is online.

[image: ]

          [image: ]



2. Register Sub Door Station to Door station on Main Door Station Remote Configuration interface

1) Go to Configuration of Main Door Station-> Device Management ->Add, set the Device Type as Sub Door Station, fill in the necessary info of the device. The registration password must be consistent with that of the Sub Door Station, which is configured when the Sub Door Station is activated. The port is 8000.

[image: ]

2) After we complete the device info, you will see the page as shown below.

[image: ]

3) Wait 5 to 10 minutes, and the devices will be online.

[image: ]



   



Method 2 (configure Sub Door Station through the Sub Door Station interface)       

1. Add Devices on iVMS-4200

1) Search for online devices and add the door station on iVMS-4200, enter username and password, and then confirm that the device is online.

[image: ]

          [image: ]



2. Register Sub Door Station to Door station on Sub Door Station Remote Configuration interface

1) Go to Intercom of Sub Door Station -> Session Settings, fill in the registration password and Main Door Station IP and save the configuration.

[image: ]

2) And we can check the registration result in the Device Management interface of Main Door Station.

[image: ]





Notice：

1) After the Sub Door Station successfully registers with the Main Door Station, once its information (such as device IP, door station No.) is modified or the Sub Door Station reset to default, the Sub Door Station will fail to register and will display offline on the Device Management of the Main Door Station. If you want to modify the information of Sub Door Station, you should delete the Sub Door Station on the Device Management of Main Door Station first and register the Sub Door Station again after modification.

2) After the Sub Door Station successfully registers with the Main Door Station, once the information of Main Door Station is modified, you should synchronize the information to all devices on the Device Management interface through Synchronize function.

a、check the information of Sub Door Station

[image: ]

b、register the Sub Door Station to Main Door Station

[image: ]

c、change the information of Main Door Station (change Unit No. from 1 to 2)

[image: ]

d、check the registration result of sub door station

[image: ]

e、after Synchronization, the sub door station will be online again.

[image: ]

f、the information of sub door station has changed.

[image: ]



3) After the Sub Door Station A successfully registers with the Main Door Station, if a Sub Door Station B with the same Door station NO. as Sub Door Station A is registered on Main Door Station, the configuration can be saved successfully while the information of Sub Door Station B will not display on the Main Door Station which means the registration is unsuccessful.



To be summarize: 

1) It is better to check whether the information of Sub Door Station has displayed on the Device Management interface of Main Door Station before you configure the registration.
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2) Whenever you want to change the information of sub door station you should delete it on the Device Management interface of Main Door Station at first.
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